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STRUCTURED CABLING SOLUTIONS
CATEGORY 3



CATEGORY 3 VOICE PATCH PANELS

FEATURES:

Panel Width

Panel Depth

Panel Height 1U (44.5mm)

Colour Black RAL 9005

Terminal Block

Ports RJ45 Minimum 750 insertions

TECHNICAL SPECIFICATION

DESCRIPTION PART NO

OptronicsPLUS Category 3
1U 25 port voice patch panel Black

CAT3+LSA25

OptronicsPLUS Category 3
1U 50 port voice patch panel Black

CAT3+LSA50

ORDERING INFORMATION

OptronicsPLUS CAT3 voice patch panels offer a cost effective method of introducing
simple voice circuits into a structured cabling system.

These CAT3 voice panels are available in a 1U 25 port or a compact 1U 50 port

LSA style termination blocks, which are situated at a 90 degree angle to the RJ45

also accept 22-26 AWG solid copper wire. Integral rear cable management relieves
cable stress during and after installation.

Each panel comes complete with mini cable ties, cage nuts and earthing kit.

Optronics Category 3 Telephone
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STRUCTURED CABLING SOLUTIONS
CATEGORY 5e



OptronicsPLUS CAT5e Unshielded twisted pair (UTP) LAN cable is manufactured
from 24 AWG solid copper wire. Each cable is fabricated with 4 twisted pairs each
individual conductor is insulated with a colour coded polyethylene coating. The
twisted pairs are covered by a grey PVC or Violet Low Smoke Zero Halogen (LSZH)
jacket; they also conform to RoHs and WEE directives.

offers a convenient way for transportation and is very mobile when installing. The

CATEGORY 5e UTP CABLE

Conductor

Insulation

Jacket

DESCRIPTION PART NO

OptronicsPLUS CAT5e
UTP5E305PVC

OptronicsPLUS CAT5e
UTP5E305LSZH

ORDERING INFORMATION

FEATURES:
Conformes to Category 5e Standards 305m (1000ft) box

24 AWG solid copper wire Printed metre mark
Available in PVC or LSZH jacket

RoHs and WEE compliant

APPLICATIONS:
10 BASE T (IEEE 802.3) TP-PMD9ANSI (X3T9.5)

100 BASE T (IEE 802.3U) 100 MbPS CDDI

100 Vg-any LAN (IEEE 802.12) ATM 155

TOKEN RIG (IEEE 805.5)

Freq Characteristic
Impedance

Return
Loss

Structure
Return
Loss

Atten NEXT PS-
NEXT ELFEXT PS-

ELFEXT
Prop
Delay

MHz OHM dB dB dB/
100M dB dB dB dB

100m

0.772

100 - 15

19.4 67.0 64.0 66.2 63.2 575

1.0 20.0 2.0 65.3 62.3 64.0 61.0 570

4.0 23.0 4.1 56.3 53.3 52.0 49.0 552

24.5 45.9 42.9 547

10.0 25.0 6.5 50.3 47.3 44.0 41.0 545

16.0 25.0 47.2 44.2 39.9 63.9 543

20.0 25.0 9.3 35.0 542

25.0 24.3 27.0 10.4 44.3 41.3 36.0 33.0 541

31.3 23.6 26.1 11.7 42.9 39.9 34.1 31.1 540

62.5 21.5 23.1 17.0 35.4 25.1 539

100.0 20.1 21.0 22.0 35.3 32.3 24.0 21.0

200.0 32.4 15.0 537

250.0 17.3 17.0 36.9 29.3 26.3 16.0 13.0 536

CABLE DATA

INDUSTRY STANDARDS:
UL, ETL, ANSI/TIA/EIA568

ISO/IEC 11801:2002

EN 50288-3-1



CATEGORY 5e UTP  PATCH PANELS

FEATURES:
Conforms to Category 5e Standards

110 style IDC termination blocks

Accepts 22-26AWG copper wire

Designated label area

Rear cable management bar

1U 24 ports or 2U 48 ports options available

Fully sealed robust frame

Individually numbered ports

T568A / B wiring diagrams

Provided with Mini cable tie and cage nuts

Panel Width

Panel Depth

Panel Height
1U (44.5mm) 24 port

Colour Black RAL 9005

Terminal Block

Ports RJ45 Minimum 750 insertions

TECHNICAL SPECIFICATION DESCRIPTION PART NO

OptronicsPLUS Category 5e UTP
1U 24 port patch panel Black

CAT5E+UTP24

OptronicsPLUS Category 5e UTP

ORDERING INFORMATION

protection to the internal circuit boards which makes this panel very robust when
compared to standard unsealed rival panels. To the front of the panel each port is

management bar is supplied which acts as a stress reliever of terminated cables.

panels are available, both come with mini cable ties, cage nuts and rear cable
management bar as standard.



FEATURES:
Individually tested

Conforms to ANSI/TIA/EIA 568A-B.2.2001 standards

24 AWG solid copper wire 

Flush moulded

Hooded boot

Available in 8 standard colours

PART NUMBER GENERATOR:  

CATEGORY 5e UTP PATCH CORDS
OptronicsPLUS CAT5e Unshielded twisted pair (UTP) patch cords are manufactured

RJ45 modular plug.

Our CAT5e patch cords are available with either a PVC or Low Smoke Zero Halogen
(LSZH) jacket, they also conform to RoHs and WEE directives.

standards to ensure full CAT5e performance.

CHOOSE YOUR JACKET TYPE

PVC JACKET PVC

LSZH JACKET LSZH

CHOOSE YOUR LENGTH

0.5m

1m

2m

3m

5m

7m

10m

0.
5

m
1m

2m
3

m
5m

7m7
10

m

CHOOSE YOUR COLOUR

BL
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UTP5E A

UTP5E  XX  A  -  PVC        = PVC Jacket example
UTP5E  XX  A  -  LSZH        = LSZH Jacket Example



(Please note angled module is sold seperately as below)

DESCRIPTION PART NO

Angled ModuleUnloaded for Keystone ANGLEDMODULE

Representative image of a loaded angled module with a
category 5e UTP Keystone Jack. 

These keystone jacks offer versatility as they can be installed into a number of 
faceplates, unloaded shuttered modules as well as our unloaded 1U 24 port patch
panel frame PANEL24KEYSTONE, by using these keystone jacks in the patch
panel and outlet will provide you with a more balanced system improving overall
performance of the link.

For aesthetic reasons the jacks are available in black for use with the unloaded
panel frame or in white for use with shutters and faceplates. Each jack conforms
to ANSI/TIA/EIA 568A-B.2.2001, ISO/IEC11801:2002 and EN50173-2 Category 5e
standards.

The jacks have a dual termination block which will allow the installer to terminate with
either a 110 or LSA insertion tool.

FEATURES:
Conforms to ANSI/TIA/EIA 568A-B.2.2001 standards

Accepts 22-24 AWG copper wire

Can be used in unloaded patch panels

Can be used in faceplates and shutters

Dual termination block

HiHHgHHh perfrr off rmancecc

Compact design, ideal for high density applications

Packed in a box of 12

Available in black or white

DESCRIPTION PART NO
OptronicsPLUS Category 5e

OptronicsPLUS Category 5e

ORDERING INFORMATION
Insertion Life Minimum 750

Termination

Contacts

TECHNICAL SPECIFICATION

Optronics Impact Tools are available.
Please see page 32.

CATEGORY 5e UTP KEYSTONE JACKS


